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Perforirani nosaci kablova

PNKBS Perforated cable tray | H35
. Korisni
T Sirina | Visina | Duzina Del.bljma presek | Dozvolieno opterecenje Katalo$ki broj
B Width | Height | Length ima Useful Allowed load (N/m) Catalog N*
Type Thickness .
(mm) | (mm) (mm) (mm) section
cm2 1.5m 2m 2.5m 2m 3m
PNKBS 100 100 35 2000/3000 0,7 33 470 320 215 06.035.001 | 06.035.001.3
PNKBS 200 200 35 2000/3000 0,7 67 480 330 225 06.035.002 | 06.035.002.3
PNKBS 300 300 35 2000/3000 1 101 600 450 300 06.035.003 | 06.035.003.3
Dijagram optereCenja nosaa kablova u | Diagram of load of cable trays depending on
zavisnosti od promene rastojanja izmedu | the change of distance between the supports

oslonaca za lim debljine 0.7 mm

for sheet metal thickness 0.7 mm

Opterecenje (N/m)
T &8 ¥ 8§ & 8

8

1.5m

Rastojanje izm

Preporuka proizvodaca je standardno rastojanje
izmedu oslonaca 1.5m.

Primer za odabir perforiranog nosaca kablova pri
narucivanju:

PNKBS 100_TC 06.035.001
Perforirani nosac¢ kablova Sirine 100mm, visine

35mm, debljine lima 0.7mm, duzine 2m, toplo
pocinkovano potapanjem

= PNKBS 100
—PNKBS 200

2m 2.5m

edu oslonaca (m)

The manufacturer's recommendation is the
standard distance between the supports
1.5m.

Example for selecting a perforated cable tray
when ordering:

PNKBS 100_TC_06.035.001
Perforated cable tray width 100mm, height

35mm, sheet thickness 0.7mm, 2m long, hot-
dip galvanized
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Perforirani nosaci kablova

PNKBS Perforated cable tray |  H40
" Korisni
) Sirina | Visina Dugina Depljlna presek Dozvoljeno opterecenje Kataloski broj
g Width | Height | Length e Useful Allowed load (N/m) Catalog N*
Type Thickness X
7 (mm) | (mm) (mm) (i) section
d cm? 1.5m 2m 2.5m 2m 3m
< A .’ PNKBS 50 50 40 2000/3000 0,7 19 360 280 190 06.040.000 | 06.040.000.3
= PNKBS 100 100 40 2000/3000 0,7 38 470 320 220 06.040.001 | 06.040.001.3
PNKBS 200 200 40 2000/3000 0,7 7 480 330 225 06.040.002 | 06.040.002.3
PNKBS 300 300 40 2000/3000 1 116 600 450 300 06.040.003 | 06.040.003.3
Dijagram optereCenja nosaa kablova u | Diagram of load of cable trays depending on
zavisnosti od promene rastojanja izmedu | the change of distance between the supports

oslonaca za lim debljine 0.7 mm

for sheet metal thickness 0.7 mm

Opteréenje (N/m)
¥ B £ &

&

1.5m

Preporuka proizvodaca je standardno rastojanje
izmedu oslonaca 1.5m.

Primer za odabir perforiranog nosaca kablova pri
narudivanju:

PNKBS 100_TC_06.040.001

Perforirani nosac¢ kablova Sirine 100mm, visine
40mm, debljine lima 0.7mm, duzine 2m, toplo
pocinkovano potapanjem

2m

w— PNKBS 50
— PNKBS 100
= PNKBS 200

2.5m

Rastojanje izmedu oslonaca (m)

The manufacturer's recommendation is the
standard distance between the supports
1.5m.

Example for selecting a perforated cable tray
when ordering:

PNKBS 100_TC_06.040.001

Perforated cable tray with a width of 100mm,
height 40mm, sheet thickness 0.7mm, 2m
long, hot galvanized




03-PERFORIRANI NOSACI KABLOVA tip BS

Perforirani nosaci kablova H48 mm

PNKBS Perforated cabletray | H48
Korisni . .
i Dozvoljeno “L: A
i Sirina | Visina Duzina D?:Dnl]J:a presek e éenje Kataloski broj % 4
i i Useful Catalog N°
e Width | Height Length Thickness AU Allowed load (N/m) ¢} ﬂ%’
(mm) (mm) (mm) (mim) section
cm? 15m| 2m | 25m 2m 3m
PNKBS 50 50 48 2000/3000 0,7 22 360 | 280 | 185 | 06.000.000 | 06.000.000.3

Preporuka proizvodaca je standardno rastojanje | The manufacturer's recommendation is the

izmedu oslonaca 1.5m. standard distance between the supports
Primer za odabir perforiranog nosaca kablova 1.5m.
pri narucivanju: Example for selecting a perforated cable tray

when ordering:

PNKBS 50_TC_06.000.000
PNKBS 100_TC 06.000.000
Perforirani nosac kablova Sirine 50mm, visine
48mm, debljine lima 0.7mm, duzine 2m, toplo Perforated cable tray with a width of 50mm,
pocinkovano potapanjem height 48mm, sheet thickness 0.7mm, 2m
long, hot galvanized
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Perforirani nosaci kablova

PNKBS Perforated cabletray | H50
. Korisni
. Sirina | Visina | Duzina | °PWN2 | presek | Dozvoljeno opterecenie Kataloski broj
e Width | Height | Length | ™2 | Useful | Allowed load (Nim) Catalog N°
Type Thickness .
(mm) | (mm) (mm) - section
cm? 1.5m 2m 2.5m 2m 3m
PNKBS 100 100 50 2000/3000 0,7 48 470 320 220 06.000.001 |06.000.001.3 4
PNKBS 160 160 50 2000/3000 0,7 78 475 325 222 06.000.016 | 06.000.017
PNKBS 200 200 50 2000/3000 0,7 97 480 330 225 06.000.002 |06.000.002.3 &
PNKBS 300 300 50 2000/3000 1 146 600 450 300 06.000.003 |06.000.003.3
PNKBS 400 400 50 2000/3000 1 195 610 460 310 06.000.004 (06.000.004.3
PNKBS 500 500 50 2000/3000 1,5 244 800 650 430 06.000.005 |06.000.005.3
PNKBS 600 600 50 2000/3000 1,5 293 810 660 440 |(06.000.006.4|06.000.006.3
Dijagram optereCenja nosaa kablova u | Diagram of load of cable trays depending on
zavisnosti od promene rastojanja izmedu | the change of distance between the supports
oslonaca za lim debljine 0.7 mm for sheet metal thickness 0.7 mm
500
450
E 400
~
£
2 350
S e PNKBS 100
k]
5 300 ~——PNKBS 160
.-
& 55 e PNKBS 200
200
1.5m 2m 2.5m
Rastojanje izmedu oslonaca (m)

Preporuka proizvodaca je standardno rastojanje
izmedu oslonaca 1.5m.

Primer za odabir perforiranog nosaca kablova
pri narucivanju:

PNKBS 300_TC 06.000.003
Perforirani nosac¢ kablova Sirine 300mm, visine

50mm, debljine lima 1mm, duZine 2m, toplo
pocinkovano potapanjem

The manufacturer's recommendation is the
standard distance between the supports
1.5m.

Example for selecting a perforated cable tray
when ordering:

PNKBS 300_TC_06.000.003

Perforated cable tray with a width of 300mm,
height 50mm, sheet thickness 1mm, 2m long,
hot galvanized
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Perforirani nosaci kablova

PNKBS Perforated cable tray | H60
" Korisni
: §irina | Visina | Duzina D‘T_b'“"a presek | Dozvoljeno opterecenje Katalogki broj
Tip Width | Height | Length | "M@ | Useful | Allowed load (N/m) Catalog N
Type Thickness .
(mm) [ (mm) (mm) section
(fom) emz | 15m | 2m | 25m 2m 3m
PNKBS 100 100 60 | 2000/3000 0,7 58 470 320 220 | 06.060.001 |06.060.001.3
PNKBS 200 200 60 | 2000/3000 0,7 117 480 330 225 | 06.060.002 |06.060.002.3
PNKBS 300 300 60 | 2000/3000 1 175 600 450 300 | 06.060.003 |06.060.003.3
PNKBS 400 400 60 | 2000/3000 1 234 610 460 310 | 06.060.004 |06.060.004.3
PNKBS 500 500 60 | 2000/3000 15 293 800 650 430 | 06.060.005 [06.060.005.3
PNKBS 600 600 60 | 2000/3000 15 352 810 660 440 | 06.060.006 |06.060.006.3
Dijagram optereCenja nosata kablova u | Diagram of load of cable trays depending on
zavisnosti od promene rastojanja izmedu | the change of distance between the supports
oslonaca za lim debljine 0.7 mm for sheet metal thickness 0.7 mm
500
450
E 400
~
<
o 350
-
K] —— PNKBS 100
@ 300
& e PNKBS 200
a
O 250
200
1.5m Zm 2.5m
Rastojanje izmedu oslonaca (m)

Preporuka proizvodaca je standardno rastojanje
izmedu oslonaca 1.5m.

Primer za odabir perforiranog nosaca kablova
pri narucivanju:

PNKBS 100_TC 06.000.001
Perforirani nosac¢ kablova Sirine 100mm, visine

60mm, debljine lima 0.7mm, duzine 2m, toplo
pocinkovano potapanjem

The manufacturer's recommendation is the
standard distance between the supports
1.5m.

Example for selecting a perforated cable tray
when ordering:

PNKBS 100_TC 06.060.001
Perforated cable tray with a width of 100mm,

height 60mm, sheet thickness 0.7mm, 2m
long, hot galvanized
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Perforirani nosaci kablova

PNKBS Perforated cable tray| H90
' Debljina | Korisni i . i
e Sirina | Visina| Duzina i rn]a presek Dozvoljeno opterecenje Kataloski broj
Type Width Height | - Length | . " | Useful Allowed load (N/m) Catalog N
(mm) [ (mm) (mm) section
() cm? 15m | 2m [ 25m 2m 3m
PNKBS 100 100 | 90 |2000/3000 1 88 550 | 400 | 265 | 06.090.001 |06.090.001.3
PNKBS200 | 200 | 90 |[2000/3000 1 177 570 | 420 | 285 [ 06.090.002 |06.090.002.3
PNKBS300 | 300 | 90 |2000/3000 1 265 600 | 450 | 300 | 06.090.003 |06.090.003.3
Dijagram optereCenja nosafa kablova u | Diagram of load of cable trays depending on
zavisnosti od promene rastojanja izmedu | the change of distance between the supports

oslonaca za lim debljine 1 mm for sheet metal thickness 1 mm

— PNKES 100
—— PNKBS 200

350
~= PNKBS 300

Optereéenje (N/m)

300

250
1.5m 2.5m

Rastojanje izmedu oslonaca (m)

m

Preporuka proizvodaca je standardno rastojanje
izmedu oslonaca 1.5m.

Primer za odabir perforiranog nosaca kablova
pri narucivanju:

PNKBS 100_1 _06.090.001

Perforirani nosa¢ kablova Sirine 100mm, visine
90mm, debljine lima 1mm, duZine 2m, prohrom

The manufacturer's recommendation is the
standard distance between the supports
1.5m.

Example for selecting a perforated cable tray
when ordering:

PNKBS 100_1 _ 06.090.001
Perforated cable tray with a width of 100mm,

height 90mm, sheet thickness 1mm, 2m long,
Inox
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Perforirani nosaci kablova

PNKBS Perforated cabletray| H100
" Deblii Korisni
- $irina| Visina | Duzina y N3 1 resek | Dozvoljeno opterecenje Kataloski broj
P lwidth | Height | Length | .'™2 | ‘Useful | Allowed load (N/m) Catalog N'
Type Thickness X
(mm) | (mm) (mm) section
(o) emz | 15m [ 2m | 2.5m 2m 3m
PNKBS 100 | 100 | 100 |2000/3000 1 98 550 | 400 | 265 | 06.100.001 | 06.100.001.3
PNKBS 200 | 200 | 100 |2000/3000 1 197 570 | 420 | 285 | 06.100.002 | 06.100.002.3
PNKBS 300 | 300 | 100 |2000/3000 1 295 600 | 450 | 300 | 06.100.003 | 06.100.003.3

Preporuka proizvodaca je standardno rastojanje | The manufacturer's recommendation is the

izmedu oslonaca 1.5m. standard distance between the supports
Primer za odabir perforiranog nosaca kablova 1.5m.
pri narucivanju: Example for selecting a perforated cable tray

when ordering:
PNKBS 300 _PL_06.100.003.3
PNKBS 300 PL 06.100.003.3
Perforirani nosac¢ kablova Sirine 300mm, visine
100mm, debljine lima 1mm, duZine 3m, Perforated cable tray with a width of 300mm,
pocinkovan lim heigh 100mm, sheet thickness 1mm, 3m long,
galvanized sheet

Za sve perforirane nosace kablova tip BS obezbedili smo razliCite oblike povrSinske zastite prikazane
u tabeli ispod

For all perforated cable trays type BS we have provided various shapes of protection surfaces
shown in the table below

PovrsSinska zastita Oznaka Oblast primene

. o astprimene STANDARD
Surface protection T Field of application
Galvanizacija cinkom Unutrasnja oblast
Galvanized sheet PL Internal area EN 10142
Topla galvanizacija cinkom Spoljna oblast
Hot dip galvanized TC External field SRPS EN ISO 1461
Plastifikacija u RAL boje = Unutrasnja oblast
Plastification in RAL Internal area

Specijalni industrijski zahtewi,
prehrambena industrija,
farmacija, hemijska industrija
| itd. V2A, V4A
Special industrial requirements,
food industry, pharmacy,
chemical industry, etc.

Nerdajuci celik
Inox
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